
 

  

 Framers Equipment Material Specification 

Guide 

Based on the Fine Art Trade Guilds 

Five levels of recommended framing, 

GCF Framers and Conservation  experts 

On each page of our catalogue you will see 

Varies colour coded sub headings 

To guide you on your requirements 

 

 

 

 

 

 

Providing Artwork Protection  

Choice and Value 
We continue to source the latest  

Technological innovation 

In order to keep artworks safe   

satisfy the demands of  

Framers and Museums 
 

Framers Equipment  

Material Specification 

Key 



 

  

 

 

A virtually transparent ph 
neutral tape with a butyl-

acrylate pressure sensitive 

adhesive.  
Archivist and framers use this 

quality product  to hinge very 

light artworks and repair torn 
or damaged documents.  

A burnishing bone aids  

transparent application. 

(SEE CODE LBF 1 & LBF 2) 

Reversible with methylated 

Spirits.  

Archival tissue with an 
excellent pressure sensitive 

adhesion. 

Used by framers to hinge light 
translucent art such as papyrus 

and Japanese  papers, photos 

and light prints and artworks 
to mounts and under mounts.  

Non-tarnishing and removable 

with mineral spirit.                               

                                  

  

  

NESCHEN Filmoplast P 90  

A long fibre lower strength 
white self adhesive paper 

tape, established for 40 years. 

For hinging lighter papers 
and artworks especially  

useful for repairing joints, 

edges of book pages and,  
mending damage documents .  

Tested  by the Federal  

Institute for Materials Testing 
with a reported pH of 9.1 on  

un-aged tape and a pH of 7.8 

on aged tape. 

 NESCHEN Filmoplast P 90 Plus  

Higher strength self adhesive 
paper tape 400g/m2.  

Ideal for hinging heavier paper 

artworks. 
With long fibred non-ageing 

wood free properties, this paper 

tape is a framers favourite.  
A white tape with a pH7 water 

based acrylate adhesive coating 

and non-ageing or yellowing,  
Properties, buffered with 

CaC03 carried on a release 

paper from the dispenser box.  
This product is easily applied 

and can be removed from  

stable papers with water and 
Zest-it  

(SEE CODE ZE) 

125ml, 250ml or 500ml. 

A white paper tape of  
conservation quality with a ph 

neutral adhesive.  

Due to its excellent high  
adhesion qualities, this tape is 

ideal for artworks on heavier 

textured papers and attaching 
art boards to mounts around 

the edges. 

Framers also use this tape 
to hinge artworks and cover 

bevels on deep mounts. 

pH7-70 is reversible with  
Zest-it.  

(SEE CODE ZE) 

125ml, 250ml or 500ml. 

 

 PH7- 70  Conservation / Archival  Tape  

Archival  Document Repair Tape  

 NESCHEN Filmoplast P  

Archival  Hinging Tissue  

Self adhesive white transparent 
tape, ideal for hinging thin 

paper and  invisible dry  

mending of tears in documents 
and maps etc. Made of a very 

thin pH neutral tissue 20g/m2  

with a non yellowing acrylate  
adhesive,  buffered with CaC03 

tested by the Federal Institute 

for Material Testing who  
reported a pH of  8.8 on  

un-aged tape and 8.1 on aged 

material.  
Repositionable for 24hrs and 

can be  removed with water. 

from sturdy papers. 

  

 

 PH7-C25 72 Rolls Per Carton 1" x 72 yards  25mm x 66m  

 PH7-C38 48 Rolls Per Carton 1 ½ x 72 yards  38mm x 66m 

 PH7-C50 36 Rolls Per Carton 2" x 72 yards  50mm x 66m   

                

 LHT    1"x 400" 25mm x 10m 45grms                                       

                                 

     

 LP90  White        20mm x 50m wt 182grms 

                 

     

 LFP  White        20mm x 50m wt 182grms 

     

  LFPP                               20mm x 50m  

    

 LDRT   1"x 98 ft   25mm x 30m 90gms                   


